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2.1.1 Wood and wood based material

2.1.1.1 Requirements concerning wood raw material

The furniture producer must ensure traceability for all wood and wood based
material used and also make sure that it origins from a legal forestry. The
forestry must fulfil relevant local legislation. It is also required that wood and
wooden material must not come from forest environments that need
protection for biological or social reasons.

Following certificates/systems are considered to fulfil legal requirements:

- FSC (Forest Stewardship Council)

- PEFC (Programme for the Endorsement of the Forest certification Schemes)
- MTCC (Malaysia Timber Certification Council)

Version: 05-2011 Senast uppdaterad: 2011-05-05 Mdbelfakta/TMF
Besbkadress: Storgatan 19 Tel: 08-762 72 50 info@mobelfakta.se Postadress:
Box 55525 102 04 Stockholm Fax: 08

2.1.1.2 Formaldehyde in wood based panels

For panels containing formaldehyde based compounds measurement of
emission must be carried out according to at least one of the bellowed listed
methods or corresponding method for measuring emission of formaldehyde:
< 0,124 mg/m? air when tested according to SS-EN 717-1 (chamber method)
< 3,5mg/(m2xh) when tested according to 55-717-2 (gas analyses)

< 8 mg/100 g dry substance for separate values according to SS-EN 120
(perforator method) < 6,5 mg/100 g dry substance for half year mean value
according to SS-EN 120 (perforator method)

All tests must be performed by a laboratory with accreditation from

SWEDAC or corresponding within EU or ESS.



Registration Certificate

BM TRADA

CERTIFICATION

BM TRADA certify that the FSC Chain of Custody System of
Medite Europe Ltd

Redmondstown
Clonmel
Co Tipperary
Ireland

meets the requirements of FSC-STD-40-004 (Version 2.0) EN and FSC-STD-40-005
(Version 2.1) EN for Chain of Custody Certification and is registered within the BM
TRADA certification scheme

The client agrees to maintain their chain of custody system to continually meet the requirements
and use the logo and accreditation mark in accordance with BM TRADA and FSC regulations

Scope of Certification

The purchasing of pulpwood and sawmill co-products for the manufacturing &
processing, sales & distribution of FSC certified Medite medium density
fibreboard products and bark.

Product Groups / Categories Covered by this Certification
Product Groups Material Category Control System

Bark FSC Mixed FSC Percentage system
Medium density fibreboard

@ M ’4 é: M%T Trcoc oo ©

Iszua Number

2
Signed on behalf of BM TRADA Certification Lid _ _
Stocking Lane, Hughenden Yalley, High Wycombe. Date of Initlal Registration
Buckinghamshire, HP 14 4D 18 May 2005

E 1996 Forest Stewardzhip Council A.C, Date of Last lssus

22 January 2010
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Entwicklungs- und Priiflabor O-PL-11054-01-00
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CERTIFICATE

CARB - 13-09-02-01

In accordance with the provisions of Third Party Certification required within the Final
Regulations Order (FRO) of the Airborne Toxic Control Measure {(ATCM) by the California Air
Resources Board (CARB) and by IKEA regarding I0S-MAT-0003, it is hereby affirmed that
the production of the cerified product

Fibreboard (UF)
Type Premier, Moisture Resistant, Plus, Flame Retardant, Ultra Lite, Trade
in the thickness range of 3 mm to 45 mm

manufactured by
Medite Europe LTD.
at its manufacturing site

Medite Europe LTD.
Redmaondstown, Clonmel
Co. Tipperary - Ireland

meets the reguirements of FRO, described in Section 93.120.12 Appendix 2, due to ensure
the compliance with the emission standards of Phase 2.

The approved Third Party Certifier (TPC) Entwicklungs- und Priflabor Holztechnologie
GmbH (EPH) with the executive Order W-12-010 is contracted by the manufacturer to
perform the guarterly assessment of the factory production control {(FPC) and to have the
stipulated formaldehyde tests carried out by the accredited EPH test laboratory.

This evaluation is based on:
Regular TPC Supervision Report No. 03-2013, dated September 02™, 2013

This Certificate was issued on September 02", 2013 and is valid for the agreed surveillance
period, unless the requirements and conditions under which this Certificate has been issued
have changed considerably.

September 02", 2013

Date Dr. Bernd Devantier

. SURVEILLAMCE
o o Head of the Third Farty Certifier

* oo OF FPC__~
t g1 'ﬁ‘h
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Material Safety Data Sheet

1.1

1.2

1.3

24

31

Section 1 : Identification of the substance/mixture and of the
. company/undertaking

PrRoDUCT IDENTIFIE

Product Name: Medium Density Fiberboard
Synonyms, Trade Names: Medite Premier

Relevant identified uses of the product

Medite Premier can be used in a diverse range of intemal applications, i.e. furniture & cabinet
making, joinery, floaring, toys & craft works, etc.

Company Name: Medite Europe Ltd
Redmondstown
Clonmel
Co Tipperary
Tel +353 (0) 52 6182300
Fax + 353 (0} 52 6121815

e-mail address of person

responsible for this MSDS . mark. hearne@medite-surope. com

| Section 2 : Hazards identification

This product is regarded as a non-hazardous material
The machining of the panel product will generate wood dust particles, i.e. sawing, sanding, etc.,

and this wood dust should be contained through a combination of vacuum and extraction cleaning
equipment,

| Section 3 ; Composition / Ingredients B

Chemical characterisation : Mixed softwood, polymerised resin, paraffin wax, moisture and
formaldehyde

This product conforms to E1 formaldehyde levels as well as also complying with the lower levels
reguired by CARE phase 2 (CARE Phase 2 compliant <0,11ppm)

Hazardous Ingredients: None.

Revision Date: - 31/11/2012

Page1 of 6
Version: 2
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Material Safety Data Sheet

4.1

5.1

5.2

| Section 4 : First aid measures

Description of first aid measures

Inhalation: During the machining of this product i.e. sawing, sanding, etc., wood
dust is generated. Move the exposed person to fresh air and gat
medical attention if adverse health effects persist or are severe. In
the case of inhalation of decomposition products in a fire, symptoms
may be delayed. The exposed person may need to be kept under

medical surveillance for 24 hours,

Ingestion: Wash out mouth with water. If material is swallowed and the exposed
person is conscious, give small guantities of water to drink. Get
medical attention if adverse health effects persist or are severe.

Eye contact: Immediately flush open eye(s) with tepid water, occasionally lifting
the upper and lower eyelids. Check for and remove any contact

lenses. Get medical attention if irritation occurs.

Skin contact: Wash contaminated skin with soap and water. Get medical attention

if irritation occours.

General: During the machining of this product i.e. sawing, sanding, etc., dust is
generated. Should adverse effects occur following inhalation of,
ingestion of or eye contact with this dust, move the victim to a safe
area as soon as possible. If unconscious, place in recovery position
and seek medical advice. If not breathing, if breathing is irregular or if
respiratory arrest occurs. provide artificial respiration or oxygen by
trained personnel. Maintain open airway. Loosen tight clothing such
as collar, tie, belt or waistband. Allow the victim to rest in a well

ventilated area,

Protection for first-aiders: No action shall be taken involving any personal risk or without
suitable training. It may be dangerous to the person providing aid to

give mouth to mouth resuscitation.

| Section 5 : Firefighting measures

Extinguishing media

Suitable fire extinguishing agents: Water, Dry Powder, Carbon Dioxide (CO;) & Foam.

Unsuitable fire extinguishing agents : None

Special hazards arising from the material

Hazards from the material: Mo specific hazard

Hazardous thermal decomposition products: Decompasition products may include the
following: - Carbon Monoxide (CO), Carbon Dioxide (CO;) and Nitrogenous gases may evolve

during combustion,

Revision Date: - 01/11/2012
Version: 2

Page 2 of &
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Material Safety Data Sheet

5.3

6.1

6.4

7.1

7.2

7.3

Advice for firefighters
Special precautions for firefighters: Promptly isolate the scene by removing all persons from
the vicinity of the incident if there is a fire. No action shall be taken involving any personal risk or
without suitable training.
Special protective equipment for firefighters: Fire-fighters should wear appropriate protective
equipment including breathing apparatus equipment suitable for use in hazardous environments
generated as a result of the thermal decompaosition of the product.
Section 6 : Accidental release measures ]

Perscnal precautions, protective equipment and emergency procedures
For non-emergency personnel: Not applicable for the product in its solid sheet form
For emergency responders : Not applicable for the product in its solid sheet form
Environmental precautions : Not applicable for the product in its salid sheet farm
Methods for containment and cleaning up: Mot applicable for the product in its solid sheet form.
The machining of this solid sheet form will generate wood dust particles. i.e. sawing, sanding, etc.,
and this wood dust should be collected through a combination of vacuum and extraction cleaning
equipment. The waste material should be recovered or disposed of in a safe manner,
Reference to other sections:
See section 1 for emergency contact information
See section 8 for information on appropriate personal protection equipment
Section 7 : Handling and storage
The information in this section contains generic advice and guidance to assist employers develop
safe practices and procedures that are based an their own specific risk assessments.
Precautions for safe handling: In solid sheet form the product may present a manual handling
risk due to the physical dimensions and weight of the panel. Sound lifting practices and procedures,
including the use of mechanical lifting equipment, shauld be adhered to at all times. The safe
handling risk assessment should give full consideration to the wearing of safety footwear. gloves,
helmet, face mask, etc.,
Advice on general occupational hygiene: Eating, drinking and smaoking should be prohibited in
areas where this matenal is handled, stored and processed. Warkers should wash their hands and
face before eating, drinking and smoking. Remove contaminated clothing and protective equipment
before entering eating areas.
Conditions for safe storage: Store the product in a dry, well-ventilated area away from open
flame or other ignition sources.
Specific end use(s}):

Revision Date: - 01/11/2012 Page 3 of 6

Version: 2
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Material Safety Data Sheet L4
Recommendations: Not available
Industrial sector specific guidance: Not available
[Section 8 : Exposure controls/personal protection |
Occupational exposure limit value:
81
Product/ingredient name Exposure limit value
HSA — 2010 Code of practice for S H & W at Work
Softwood Dust Chermical Agents Regs 2001
OELV-Bhr. 5Smg/m3 (Sen)
HSA — 2010 Code of practice for 5 H & W at Work
Formaldehyde Chernical Agents Regs 2001
OELV-Bhr: 2ppm (2.5 mg/m3)
|OELV-15min : 2 ppm (2.5 mg/im3) ]
General recommended advice: Medical supervision of all employees who handle or come in
8.2

cantact with respiratory sensitisers is recommended. Personnel with a history of asthma-type

conditions or bronchitis conditions should not work with respiratary sensitisers, The Occupational
Exposure Limits listed do not apply to previously sensitised individuals.

Exposure controls

Appropriate engineering controls: Provide exhaust ventilation or other engineering controls to
keep airborne concentrations of dust/vapour below their respective occupational exposure limits,

Individual protection measures

Hygiene measures: Eating, drinking and smoking should be prohibited in areas where this material
is handled, stored and processed. Workers should wash their hands and face before eating.
drinking and smoking. Remove contaminated clothing and protective equipment before entering

eating areas.

Eye protection: Appropriate safety eye wear, complying with an approved standard should be
used when a rigk assessment indicates this is necessary in order to reduce the exposure risk,

Hand protection; Appropriate gloves, complying with an approved standard should be used when
a risk assessment indicated this is necessary in order to reduce the exposure risk.

Skin protection: Appropriate footwear, safety helmet, overalls, ete., complying with the approvecd
standard for protective device/clothing should be used when a risk assessment indicated this is
necassary in order to reduce the exposure risk,

Respiratory protection: The choice of the respiratary protection must take account of the known
or anticipated exposure levels, the safe working limits of the selected respiratory protection device
and work place risk assessments. The respiratory protection should comply with an approved
standard and state the level of protection being offered. In case of inadequate ventilation wear

respiratory protection.

Environmental protection: Emissions from work place exhaustiventilation systems, vacuum
cleaning systems or process equipment should be monitored to ensure they comply with the
requirements of environmental protection legislation. Additional downstream scrubber, filtering or
engineering modifications to the process equipment may be necessary to achieve these acceptable

levels.

Revision Date: - 01/11/2012
Version: 2
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